
Motor No BT49QT-20B3 (4 Valve)
L*W*H (mm) 1860���� 660���� 1130
Wheelbase (mm)���� ����������������
Unloading weight (kg)���� ��������
Max loading capacity (kg)���� ������������
Brake system: F:Disc  R���� Disc
Tire(F,R) ���� F&R ���� 130/60-13
Engine tipe���� 139QMA-A
Displacement (cm3)���� 	�	�	�	�
Compression ratio���� 10.7:1
Max power (kw/rpm) ���� 3.0/8500
Max torque (N.m/rpm) ���� 3.8 /7000
Idling speed (rpm): 1700±100
Clutch: Automatic
Gasoline (#): RQ-90
Lubricant:  SAE 15W/40SF
Start method: Electric/kick-start
Ignition method: CDI
Max speed (km/h



 ���� 45

Oil consumption (L/100Km): ����

Motor No. ���� BT49QT-20B2 (4 Valve)
L*W*H (mm) ���� 1860���� 660���� 1130
Wheelbase (mm)���� ����������������
Unloading weight (kg)���� ��������
Max loading capacity (kg)���� ������������
Brake system: F:Disc  R���� Disc
Tire(F,R) ���� F&R ���� 130/60-13
Engine tipe���� 1E40QMA
Displacement (cm3)���� 	�	�	�	�
Compression ratio���� 7.5:1
Max power (kw/rpm) ���� 3.3/6500
Max torque (N.m/rpm) ���� 5.0/6000
Idling speed (rpm): 1700±100
Clutch: Automatic
Gasoline (#): RQ-93
Lubricant: JASOFC(FC)
Start method: Electric/kick-start
Ignition method: CDI
Max speed (km/h



 ���� 45



Oil consumption (L/100Km): ����

Motor No. ���� BT49QT-28C (2-stroke)
L*W*H (mm) ���� 1880×740×1200
Wheelbase (mm)���� 1300
Unloading weight (kg)���� 92
Max loading capacity (kg)���� 150
Brake system: F:Disc  R���� Disc
Tire(F,R) ���� F&R ���� 130/60-13
Engine tipe���� IE40QMA
Displacement (cm3)���� 49
Compression ratio���� 7.5:1
Max power (kw/rpm) ���� 3.3/6500���� 3.8/7500




Max torque (N.m/rpm) ���� 5.0/6000 ���� 4.8/7500





Idling speed (rpm): 1700±100
Clutch: Automatic
Gasoline (#): RQ-93
Lubricant: JASOFC���� FC 2T





Start method: Electric/kick-start
Ignition method: CDI
Max speed (km/h



 Non-Speed Limite���� 75

Oil consumption (L/100Km): 2.16V  6AH

Motor No. ���� BT49QT-28B (2-stroke)
L*W*H (mm) ���� 1880×740×1200
Wheelbase (mm)���� 1300
Unloading weight (kg)���� 92
Max loading capacity (kg)���� 150
Brake system: F:Disc  R���� Disc
Tire(F,R) ���� F&R ���� 130/60-13
Engine tipe���� IE40QMA
Displacement (cm3)���� 49
Compression ratio���� 7.5:1
Max power (kw/rpm) ���� 3.3/6500���� 3.8/7500




Max torque (N.m/rpm) ���� 5.0/6000 ���� 4.8/7500





Idling speed (rpm): 1700±100
Clutch: Automatic
Gasoline (#): RQ-93
Lubricant: JASOFC���� FC 2T





Start method: Electric/kick-start
Ignition method: CDI
Max speed (km/h



 Not Speed Limited ���� 75

Oil consumption (L/100Km): 2.16V  6AH

Motor No.: BT49QT-12E1
L*W*H (mm) 1850x680x1150mm
Wheelbase (mm) 1300mm



Unloading weight (kg/lb) 92 kg
Max loading capacity (kg/lb) 160kg
Displacement (cm3) 49cc
Fuel tank capacity (L) 4.0L
Tire F: 120/70-12,R: 130/70-12
Engine type 1 cylinder, 4 stroke
Cooling Compulsory air
Rated power 2.61kW/8000(r/min)
Max torque (N.m/rpm) 3.56N.m/5500(r/min)
Ignition method CDI
Brake system F: disc, R: drum
Start method Electric/ kick-start
Battery (Ah) 12 V
Oil consumption (L/km) <2.0L/100km
Max speed (km/h) 45 km/h

Motor No. ���� BT49QT-12D1
L*W*H (mm) ���� 1850×680×1150
Wheelbase (mm)���� 1310
Unloading weight (kg)���� 92
Max loading capacity (kg)���� 150
Brake system: F:Disc  R���� Drum
Tire(F,R) ���� F:120/70-12  R:130/70-12
Engine tipe���� 139QMA
Displacement (cm3)���� 49
Compression ratio���� 10.5:1
Max power (kw/rpm) ���� 2.2/7500
Max torque (N.m/rpm) ���� 2.7/6500
Idling speed (rpm): 1900±100
Clutch: Automatic
Gasoline (#): 90#
Lubricant: SAE 15W/40 SF
Start method: Electric/kick-start
Ignition method: CDI
Max speed (km/h): ���� 45
Oil consumption (L/100KM): 2

Motor No.: BT49QT-12F1 
L*W*H (mm) 1850x680x1150mm
Wheelbase (mm) 1300mm
Unloading weight (kg/lb) 92 kg
Max loading capacity (kg/lb) 160kg
Displacement (cm3) 49cc
Fuel tank capacity (L) 4.0L
Tire F: 120/70-12,R: 130/70-12
Engine type 1 cylinder, 4 stroke
Cooling Compulsory air
Rated power 2.61kW/8000(r/min)
Max torque (N.m/rpm) 3.56N.m/5500(r/min)



Brake system F: disc, R: drum
Start method Electric/ kick-start
Battery (Ah) 12 V
Oil consumption (L/km) <2.0L/100km
Max speed (km/h) 45 km/h

Motor No.: BT49QT-12C1
L*W*H (mm) 1850x680x1150mm
Wheelbase (mm) 1300mm
Unloading weight (kg/lb) 92kg
Max loading capacity (kg/lb) 160kg
Displacement (cm3) 50cc
Rated power 2.61kW/8000(r/min)
Fuel tank capacity (L) 4.0L
Tire F: 120/70-12,R: 130/70-12
Engine type 1 cylinder, 4 stroke
Cooling Compulsory air
Max torque (N.m/rpm) 3.56N.m/5500(r/min)
Brake system F: disc, R: drum
Start method Electric/ kick-start
Ignition method CDI
Battery (Ah) 12 V
Gasoline (#) 93
Oil consumption (L/km) <2.0L/100km
Max speed (km/h) 45 km/h

Motor No. ���� BT49QT-12P1
L*W*H (mm) ���� 1850×680×1220
Wheelbase (mm)���� 1360
Unloading weight (kg)���� 92
Max loading capacity (kg)���� 198
Brake system: F:Disc  R���� DRUM
Tire(F,R) ���� F&R ���� 3.5-12
Engine tipe���� 139QMA
Displacement (cm3)���� 49
Compression ratio���� 10.5:1
Max power (kw/rpm) ���� 2.61/8000
Max torque (N.m/rpm) ���� 3.56/5500
Idling speed (rpm): 1900±100
Clutch: automatic
Gasoline (#): 90




Lubricant: SAE 15W/40SF
Start method: Electric/kick
Ignition method: CDI
Max speed (km/h



 ���� 45
Oil consumption (L/100Km): 2.0L/100Km



Motor No: BT49QT-12A1
L*W*H (mm) 1850x680x1150mm
Wheelbase (mm) 1300mm
Unloading weight (kg/lb) 92kg
Max loading capacity (kg/lb) 160kg
Displacement (cm3) 50cc
Rated power 2.61kW/8000(r/min)
Fuel tank capacity (L) 4.0L
Tire F: 120/70-12,R: 130/70-12
Engine type 1 cylinder, 4 stroke
Cooling Compulsory air
Max torque (N.m/rpm) 3.56N.m/5500(r/min)
Brake system F: disc, R: drum
Start method Electric/ kick-start
Ignition method CDI
Battery (Ah) 12 V
Gasoline (#) 93
Oil consumption (L/km) <2.0L/100km
Max speed (km/h) 45 km/h

Motor No.: BT49QT-9D1
L*W*H (mm) ���� 1660 ����  663 ����  1100
Wheelbase (mm)���� ����������������
Unloading weight (kg)���� ��������
Max loading capacity (kg)���� ������������
Brake system: F: Disc  R���� Drum
Tire(F,R) ���� F���� 3.5���� 10  R���� 3.5���� 10
Engine tipe���� 139QMA
Displacement (cm3)���� 	�	�	�	�
Compression ratio���� 10.5:1
Max power (kw/rpm) ���� 2.2/7500
Max torque (N.m/rpm) ���� 2.9/7000
Idling speed (rpm): 1900���� 100

Clutch: Automatic
Gasoline (#): 90





Lubricant: SAE 15W/40 SF
Start method: Electric/kick-start
Ignition method: CDI
Max speed (km/h): ���� 45

Oil consumption (L/100KM): ����

Motor No.: BT49QT-9N1
L*W*H (mm) ���� 1660 ����  663 ����  1100
Wheelbase (mm)���� ����������������
Unloading weight (kg)���� ��������
Max loading capacity (kg)���� ������������
Brake system: F: Disc  R���� Drum
Tire(F,R) ���� F���� 3.5���� 10  R���� 3.5���� 10
Engine tipe���� 139QMA



Displacement (cm3)���� 	�	�	�	�
Compression ratio���� 10.5:1
Max power (kw/rpm) ���� 2.2/7500
Max torque (N.m/rpm) ���� 2.9/7000
Idling speed (rpm): 1900���� 100

Clutch: Automatic
Gasoline (#): 90





Lubricant: SAE 15W/40 SF
Start method: Electric/kick-start
Ignition method: CDI
Max speed (km/h): ���� 45

Oil consumption (L/100KM): ����

Motor No.: BT49QT-9S1
L*W*H (mm) ���� 1660X663X1100
Wheelbase (mm)���� 1210
Unloading weight (kg)���� 85
Max loading capacity (kg)���� 235
Brake system���� F: disc R���� drum
Tyre ���� F& R ���� 3.5-10
Engine type���� 139QMA
Displacement (cm3)���� 49
Compression ratio���� 10.5:1
Max power (kw/rpm) ���� 2.2/7500
Max torque (N.m/rpm) ���� 2.9/7000
Idling speed (rpm)���� 1900±100
Clutch���� automatic
Gasoline (#)���� 90




Lubricant ���� SAE 15W/40
Start method���� Electric/kick
Ignition method���� CDI
Max speed (km/h)���� ���� 45
Oil consumption (L/100Km)���� 2.0L/100Km

Motor No.: BT49QT-9F3
L*W*H (mm) ���� 1660X663X1100
Wheelbase (mm)���� 1210
Unloading weight (kg)���� 85
Max loading capacity (kg)���� 150
Brake system���� F: disc R���� drum
Tyre ���� F&R ���� 110/70 - 12
Engine type���� 139QMA
Displacement (cm3)���� 49
Compression ratio���� 10.5:1
Max power (kw/rpm) ���� 2.728/8500
Max torque (N.m/rpm) ���� 2.9/7000
Idling speed (rpm)���� 1900±100
Clutch���� automatic
Gasoline (#)���� 90







Lubricant ���� SAE 15W/40
Start method���� Electric/kick
Ignition method���� CDI
Max speed (km/h)���� ���� 45
Oil consumption (L/100Km)���� 2.0L/100Km

Motor No.: BT49QT-12G1
L*W*H (mm) ���� 1870×680×1180
Wheelbase (mm)���� 1250
Unloading weight (kg)���� 92
Max loading capacity (kg)���� 150
Brake system���� F: disc R���� drum
Tyre ���� F&R ���� 3.5-12
Engine type���� 1E40QMA
Displacement (cm3)���� 49
Compression ratio���� 7.5:1
Max power (kw/rpm) ���� 3.3/6500
Max torque (N.m/rpm) ���� 4.4/6000
Idling speed (rpm)���� 1700±100
Clutch���� automatic
Gasoline (#)���� 90




Lubricant ���� SAE 15W/40
Start method���� Electric/kick
Ignition method���� CDI
Max speed (km/h)���� ���� 45
Oil consumption (L/100Km)���� 2.0L/100Km

Motor No. ���� BT49QT-6A1
L*W*H (mm) ���� 1780×680×1160
Wheelbase (mm)���� 1240
Unloading weight (kg)���� 91
Max loading capacity (kg)���� 150
Brake system: F���� Disc  R���� Drum
Tire(F,R) ���� F���� 3.5-10  R���� 3.5-10
Engine tipe���� 139QMA
Displacement (cm3)���� 49
Compression ratio���� 10.5���� 1
Max power (kw/rpm) ���� 2.2/7500
Max torque (N.m/rpm) ���� 2.9/7000
Idling speed (rpm): 1900±100
Clutch: Automatic
Gasoline (#): 90#
Lubricant: SAE 15W/40 SF
Start method: Electric/kick-start
Ignition method: CDI
Max speed (km/h): ���� 45
Oil consumption (L/100KM): 2



Motor No. ���� BT49QT-11DA
L*W*H (mm) ���� 1680 × 680 × 1080
Wheelbase (mm)���� 1210
Unloading weight (kg)���� 82
Max loading capacity (kg)���� 150
Brake system: F: Disc  R���� Drum
Tire(F,R) ���� F���� 3.5–10  R���� 3.5–10
Engine tipe���� 139QMA
Displacement (cm3)���� 49
Compression ratio���� 10.5:1
Max power (kw/rpm) ���� 2.2/7500
Max torque (N.m/rpm) ���� 2.9/7000
Idling speed (rpm): 1900±100
Clutch: Automatic
Gasoline (#): 90




Lubricant: SAE 15W/40 SF
Start method: Electric/kick-start
Ignition method: CDI
Max speed (km/h): ���� 45
Oil consumption (L/100KM): 2

Motor No.: BT49QT-9R1
L*W*H (mm) ���� 1660X663X1100
Wheelbase (mm)���� 1210
Unloading weight (kg)���� 85
Max loading capacity (kg)���� 235
Brake system���� F: disc R���� drum
Tyre ���� F& R ���� 3.5-10
Engine type���� 139QMA
Displacement (cm3)���� 49
Compression ratio���� 10.5:1
Max power (kw/rpm) ���� 2.2/7500
Max torque (N.m/rpm) ���� 2.9/7000
Idling speed (rpm)���� 1900±100
Clutch���� automatic
Gasoline (#)���� 90




Lubricant ���� SAE 15W/40
Start method���� Electric/kick
Ignition method���� CDI
Max speed (km/h)���� ���� 45
Oil consumption (L/100Km)���� 2.0L/100Km

Motor No. ���� BT49QT-7A3
L*W*H (mm) ���� 1900 × 755 × 1045
Wheelbase (mm)���� 1300
Unloading weight (kg)���� 95
Max loading capacity (kg)���� 150
Brake system: F: Disc  R���� Drum



Tire(F,R) ���� F���� 120/70���� 12 R���� 3.5���� 10
Engine tipe���� 139QMA
Displacement (cm3)���� 49
Compression ratio���� 10.5:1
Max power (kw/rpm) ���� 2.2/7500
Max torque (N.m/rpm) ���� 2.9/7000
Idling speed (rpm): 1900±100
Clutch: Automatic
Gasoline (#): 90




Lubricant: SAE 15W/40 SF
Start method: Electric/kick-start
Ignition method: CDI
Max speed (km/h): ���� 45
Oil consumption (L/100KM): 2

Motor No.: BT125T-8 
L*W*H(mm):         11780×680×1160
Wheelbase(mm):                   ����������������
Unloading weight(kg):                 ��������
Max loading capacity(kg):          ������������
Brake system:          F:disc R���� drum
Tire(F, R): F ������������ F���� 3.5-10  R���� 3.5-10

Engine type:                     152QMI
Displacement:                            124.6
Comperssion ratio:           9.2:1
Max power(kw/rpm):        5.5/7000

Max torque(n.m/rpm):       7.6/5500
Idling speed(rpm):          1700±100
Clutch:               Automatic
Gasoline:                           90#
Lubricant:              SAE 15W/40 SF
Start method:      Eletric/kick
Ignition method:                CDI
Max speed(km/h):                          ��������
Fuel consumption:          2.8L/100Km  

Motor No.: BT125T-2A
L*W*H (mm) 1880 × 710 × 1070mm
Wheelbase (mm) 1320mm
Unloading weight (kg/lb) 110kg
Max loading capacity (kg/lb) 150kg
Displacement (cm3) 124.6cc
Rated power 5.5/7000
Fuel tank capacity (L) 4.0L
Tire F���� 120/70���� 12  R���� 110/90���� 12
Engine type 1 cylinder, 4 stroke
Cooling Air
Max torque (N.m/rpm) 7.6/5500



Brake system F: Disc  R���� Disc
Start method Electric/ kick-start
Ignition method CDI
Battery (Ah) 12 V
Gasoline (#) 93
Oil consumption (L/km) 2.8
Max speed (km/h) ���� 82

Motor No.: BT125T-2B
L*W*H (mm) 1880 × 710 × 1070mm
Wheelbase (mm) 1320mm
Unloading weight (kg/lb) 110kg
Max loading capacity (kg/lb) 150kg
Displacement (cm3) 124.6cc
Rated power 5.5/7000
Fuel tank capacity (L) 4.0L
Tire F���� 120/70���� 12  R���� 110/90���� 12
Engine type 1 cylinder, 4 stroke
Cooling Air
Max torque (N.m/rpm) 7.64/4500
Brake system F: Disc  R���� Disc
Start method Electric/ kick-start
Ignition method CDI
Battery (Ah) 12 V
Gasoline (#) 93
Oil consumption (L/km) 2.8
Max speed (km/h) ���� 82

Motor No. ���� BT125T-3A2 
L*W*H (mm) ���� 1980×710×1140
Wheelbase (mm)���� 1330
Unloading weight (kg)���� 132
Max loading capacity (kg)���� 150
Brake system: F���� Disc  R���� Disc
Tire(F,R) ���� R���� 120/80-16
Engine tipe���� 152QMI-B
Displacement (cm3)���� 125
Compression ratio���� 10.5:1
Max power (kw/rpm) ���� 7.27/7500
Max torque (N.m/rpm) ���� 9.94/6500
Idling speed (rpm): 1700±100
Clutch: automatic
Gasoline (#): 90




Lubricant: SAE 15W/40SF
Start method: Electric/kick
Ignition method: CDI
Max speed (km/h



 ������������
Oil consumption (L/100Km): 2.8



Motor No. ���� BT151T-2A2
L*W*H (mm) ���� 1980×710×1140
Wheelbase (mm)���� 1330
Unloading weight (kg)���� 132
Max loading capacity (kg)���� 150
Brake system: F���� Disc  R���� Disc
Tire(F,R) ���� R���� 120/80-16
Engine tipe���� 157QMJ
Displacement (cm3)���� 151
Compression ratio���� 9.2���� 1
Max power (kw/rpm) ���� 7.27/7500
Max torque (N.m/rpm) ���� 9.5/6000
Idling speed (rpm): 1700±100
Clutch: automatic
Gasoline (#): 90




Lubricant: SAE 15W/40SF
Start method: Electric/kick
Ignition method: CDI
Max speed (km/h



 ������������
Oil consumption (L/100Km): 2.8

Motor No. ���� BT125T-3B2  (water-cooled)
L*W*H (mm) ���� 1980×710×1140
Wheelbase (mm)���� 1330
Unloading weight (kg)���� 132
Max loading capacity (kg)���� 150
Brake system: F���� Disc  R���� Disc
Tire(F,R) ���� R���� 120/80-16
Engine tipe���� 1P52MI-A
Displacement (cm3)���� 124.6
Compression ratio���� 10.3���� 1
Max power (kw/rpm) ���� 6.96/7500
Max torque (N.m/rpm) ���� 9.34/6500
Idling speed (rpm): 1700±100
Clutch: automatic
Gasoline (#): 90




Lubricant: SAE 15W/40SF
Start method: Electric/kick
Ignition method: CDI
Max speed (km/h



 ������������
Oil consumption (L/100Km): 2.8

Motor No. ���� BT151T-2B2 (water-cooled)
L*W*H (mm) ���� 1980×710×1140
Wheelbase (mm)���� 1330
Unloading weight (kg)���� 132
Max loading capacity (kg)���� 150



Brake system: F���� Disc  R���� Disc
Tire(F,R) ���� R���� 120/80-16
Engine tipe���� 158MJ
Displacement (cm3)���� 152
Compression ratio���� ���� 10.5±0.1
�
�
�
� 1
Max power (kw/rpm) ���� 9.33/8500
Max torque (N.m/rpm) ���� 13.4/5400
Idling speed (rpm): 1700±100
Clutch: automatic
Gasoline (#): 90




Lubricant: SAE 15W/40SF
Start method: Electric/kick
Ignition method: CDI
Max speed (km/h



 ����������������
Oil consumption (L/100Km): 2.9

Motor No. ���� BT125T-3A4  
L*W*H (mm) ���� 1980×710×1140
Wheelbase (mm)���� 1330
Unloading weight (kg)���� 132
Max loading capacity (kg)���� 150
Brake system: F���� Disc  R���� Disc
Tire(F,R) ���� R���� 120/80-16
Engine tipe���� 152QMI-B
Displacement (cm3)���� 125
Compression ratio���� 10.5:1
Max power (kw/rpm) ���� 7.27/7500
Max torque (N.m/rpm) ���� 9.94/6500
Idling speed (rpm): 1700±100
Clutch: automatic
Gasoline (#): 90




Lubricant: SAE 15W/40SF
Start method: Electric/kick
Ignition method: CDI
Max speed (km/h



 ����������������
Oil consumption (L/100Km): 2.9

Motor No. ���� BT151T-2A4 
L*W*H (mm) ���� 1980×710×1140
Wheelbase (mm)���� 1330
Unloading weight (kg)���� 132
Max loading capacity (kg)���� 150
Brake system: F���� Disc  R���� Disc
Tire(F,R) ���� R���� 120/80-16
Engine tipe���� 157QMJ
Displacement (cm3)���� 151
Compression ratio���� 9.2���� 1
Max power (kw/rpm) ���� 7.27/7500
Max torque (N.m/rpm) ���� 9.5/6000



Idling speed (rpm): 1700±100
Clutch: automatic
Gasoline (#): 90




Lubricant: SAE 15W/40SF
Start method: Electric/kick
Ignition method: CDI
Max speed (km/h



 ������������
Oil consumption (L/100Km): 2.8

Motor No. ���� BT125T-3B4 (water-cooled) 
L*W*H (mm) ���� 1980×710×1140
Wheelbase (mm)���� 1330
Unloading weight (kg)���� 132
Max loading capacity (kg)���� 150
Brake system: F���� Disc  R���� Disc
Tire(F,R) ���� R���� 120/80-16
Engine tipe���� 1P52MI-A
Displacement (cm3)���� 124.6
Compression ratio���� 10.3���� 1
Max power (kw/rpm) ���� 6.96/7500
Max torque (N.m/rpm) ���� 9.34/6500
Idling speed (rpm): 1700±100
Clutch: automatic
Gasoline (#): 90




Lubricant: SAE 15W/40SF
Start method: Electric/kick
Ignition method: CDI
Max speed (km/h



 ������������
Oil consumption (L/100Km): 2.8

Motor No. ���� BT151T-2B4 (water-cooled)  
L*W*H (mm) ���� 1980×710×1140
Wheelbase (mm)���� 1330
Unloading weight (kg)���� 132
Max loading capacity (kg)���� 150
Brake system: F���� Disc  R���� Disc
Tire(F,R) ���� R���� 120/80-16
Engine tipe���� 158MJ
Displacement (cm3)���� 152
Compression ratio���� ���� 10.5±0.1
�
�
�
� 1
Max power (kw/rpm) ���� 9.33/8500
Max torque (N.m/rpm) ���� 13.4/5400
Idling speed (rpm): 1700±100
Clutch: automatic
Gasoline (#): 90




Lubricant: SAE 15W/40SF
Start method: Electric/kick
Ignition method: CDI
Max speed (km/h



 ����������������



Oil consumption (L/100Km): 2.9

Motor No. ���� BT125T-3A6  
L*W*H (mm) ���� 1980×710×1140
Wheelbase (mm)���� 1330
Unloading weight (kg)���� 132
Max loading capacity (kg)���� 150
Brake system: F���� Disc  R���� Disc
Tire(F,R) ���� R���� 120/80-16
Engine tipe���� 152QMI-B
Displacement (cm3)���� 125
Compression ratio���� 10.5:1
Max power (kw/rpm) ���� 7.27/7500
Max torque (N.m/rpm) ���� 9.94/6500
Idling speed (rpm): 1700±100
Clutch: automatic
Gasoline (#): 90




Lubricant: SAE 15W/40SF
Start method: Electric/kick
Ignition method: CDI
Max speed (km/h



 ����������������
Oil consumption (L/100Km): 2.9

Motor No. ���� BT151T-2A6
L*W*H (mm) ���� 1980×710×1140
Wheelbase (mm)���� 1330
Unloading weight (kg)���� 132
Max loading capacity (kg)���� 150
Brake system: F���� Disc  R���� Disc
Tire(F,R) ���� R���� 120/80-16
Engine tipe���� 157QMJ
Displacement (cm3)���� 151
Compression ratio���� 9.2���� 1
Max power (kw/rpm) ���� 7.27/7500
Max torque (N.m/rpm) ���� 9.5/6000
Idling speed (rpm): 1700±100
Clutch: automatic
Gasoline (#): 90




Lubricant: SAE 15W/40SF
Start method: Electric/kick
Ignition method: CDI

Max speed (km/h



 ������������
Oil consumption (L/100Km): 2.8

Motor No. ���� BT125T-3B6
L*W*H (mm) ���� 1980×710×1140
Wheelbase (mm)���� 1330



Unloading weight (kg)���� 132
Max loading capacity (kg)���� 150
Brake system: F���� Disc  R���� Disc
Tire(F,R) ���� R���� 120/80-16
Engine tipe���� 1P52MI-A
Displacement (cm3)���� 124.6
Compression ratio���� 10.3���� 1
Max power (kw/rpm) ���� 6.96/7500
Max torque (N.m/rpm) ���� 9.34/6500
Idling speed (rpm): 1700±100
Clutch: automatic
Gasoline (#): 90




Lubricant: SAE 15W/40SF
Start method: Electric/kick
Ignition method: CDI

Max speed (km/h



 ������������
Oil consumption (L/100Km): 2.8

Motor No. ���� BT151T-2B6 
L*W*H (mm) ���� 1980×710×1140
Wheelbase (mm)���� 1330
Unloading weight (kg)���� 132
Max loading capacity (kg)���� 150
Brake system: F���� Disc  R���� Disc
Tire(F,R) ���� R���� 120/80-16
Engine tipe���� 158MJ
Displacement (cm3)���� 152
Compression ratio���� ���� 10.5±0.1
�
�
�
� 1
Max power (kw/rpm) ���� 9.33/8500
Max torque (N.m/rpm) ���� 13.4/5400
Idling speed (rpm): 1700±100
Clutch: automatic
Gasoline (#): 90




Lubricant: SAE 15W/40SF
Start method: Electric/kick
Ignition method: CDI

Max speed (km/h



 ����������������
Oil consumption (L/100Km): 2.9

Motor No.: BT125T-12C1
L*W*H (mm) 1850x680x1150mm
Wheelbase (mm) 1300mm
Unloading weight (kg/lb) 110kg
Max loading capacity (kg/lb) 160kg
Displacement (cm3) 124.6cc
Rated power 5.51kW/7000(r/min)
Fuel tank capacity (L) 4.0L
Tire F: 120/70-12,R: 130/70-12
Engine type 1 cylinder, 4 stroke



Cooling Air
Max torque (N.m/rpm) 7.6N.m/5500(r/min)
Brake system F: disc, R: drum
Start method Electric/ kick-start
Ignition method CDI
Battery (Ah) 12 V
Gasoline (#) 93
Oil consumption (L/km) <2.8L/100km
Max speed (km/h) 82 km/h

Motor No.: BT125T-12F1 
L*W*H (mm) 1850x680x1150mm
Wheelbase (mm) 1300mm
Unloading weight (kg/lb) 92 kg
Max loading capacity (kg/lb) 160kg
Displacement (cm3) 124.6cc
Fuel tank capacity (L) 4.0L
Tire F: 120/70-12,R: 130/70-12
Engine type 1 cylinder, 4 stroke
Cooling Air
Rated power 7.6N.m/5500(r/min)
Max torque (N.m/rpm) F: disc, R: drum
Brake system Electric/ kick-start
Start method CDI
Battery (Ah) 12 V
Oil consumption (L/km) <2.8L/100km
Max speed (km/h) 82 km/h

Motor No.: BT49QT-2C 
L*W*H (mm) 1965×700×1120
Wheelbase (mm) 1420
Unloading weight (kg/lb) 102
Max loading capacity (kg/lb) 150
Displacement (cm3) 49cc
Fuel tank capacity (L) 4.0L
Tire F: 120/70-12,R: 130/70-12
Engine type 139QMA
Cooling Air
Rated power 2.2/7500
Max torque (N.m/rpm) 2.7/6500
Brake system Electric/ kick-start
Start method CDI
Battery (Ah) 12 V
Oil consumption (L/km) <2.8L/100km
Max speed (km/h) ���� 45



Motor No.: BT49QT-21
L*W*H (mm) 1930×660×1190
Wheelbase (mm) 1350
Unloading weight (kg/lb) 92
Max loading capacity (kg/lb) 150
Displacement (cm3) 49
Rated power 3.0/8500
Fuel tank capacity (L) 4.0L
Tire F���� 130/60-13  
Engine type 139QMA-A
Cooling Air
Max torque (N.m/rpm) 3.8/7000
Brake system F: Disc R���� Drum
Start method Electric/ kick-start
Ignition method CDI
Battery (Ah) 12 V
Gasoline (#) RQ-90
Oil consumption (L/km) 1.8
Max speed (km/h) � 45


